P—10016-3 SES |
+0.1 J
S2561 3.792 S |
34028 ] A T3 |
L’EZ pua Jﬁ( 21 b
- ‘ 3 /
Pl\,po ’br
SN 5
@ \!w EXPOSED SURFACE
[\
0.3 '
0 > N u
6.7 | F 0 ™)
B — M M
| e
I,(P 3
_|_7'9.5 S q& 0(']/
1) ~ 21 _\C of Q;/
N |
+ 3§ ?
- ¢ xi2 4.6 1.2 d
15.7 18
T
i
_ 39+0.30 =
1.3_| D 1
N Y
9 U < =t
H - o=
o 2 |i8? F F ) i
M 6.7 R
2 o I<_|_>I F “,\l
= +
0.4 0.4 )
_0.0 T;—q ’tOO QL\/ \/8»
= T
49.4+0.40
F = FULL RADIUS (4 PLACES)

NAME DATE
> JINDAL AL UMINIUM L TD DRAWN J.P.KAUSHIK|09—06—2010
CHECKED
SYMBOL OF QUALITY —
AN ISO 9001 COMPANY BANGALORE-560073 (INDIA) APPROVED |S.S.GARG 23—06-2010
%' Qlc')lfJNDEI)M(E),\FIEKi\TE éF:uE\RIFL\l CORNERS WITH 0.40 . 21
) .40 mm. AREA mm? 211.263
3. TOLERANCES WILL BE AS PER 1S:3965—1981 UNLESS OTHERWISE SPECIFIED PERIMETER mm. 371.88
PARTY'S NAME WALLTRACTS INDIA PVT. LTD., BANGALORE WEIGHT kg/m 0.570
DRAWING No. SECTION No.
PARTY’S DRAWING No. | AS PER DRAWING P—10016—3 -
S2561 S2561
ALLOY & TEMPER HE9Q WP 34028 34028
DESCRIPTION VENETIAN BLIND SECTION




