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¥ = CRITICAL DIMENSION TRY TO MAINTAIN IT CLOSE TO THE NOMINAL 0.5mm

ISSUE-2
THICKNESS CHANGED 0.60 mm TO 0.50 mm & TOLERANCE ADDED 0.5+0.15

WEIGHT ALSO CHANGED FROM 0.074 Kg/M TO 0.072 Kg/M

NAME DATE
) J’INDAL AL UMINIUM L TD DRAWN \J.P.KAUSHIK| 01—09—2014
CHECKED
SYMBOL OF QUALITY BANGALORE—-560073 (INDIA
AN ISO 9001 COMPANY ( ) APPROVED |S.S.GARG | 14—10-2014
1. ALL DIMENSIONS ARE IN mm. SCALE 3:1
2. ROUND OFF ALL SHARP CORNERS WITH 0.30 mm. AREA mm2 26.84
3. TOLERANCES WILL BE AS PER IS:3965—1981, UNLESS OTHERWISE SPECIFIED PERIMETER mm. 77188
PARTY'S NAME PHILIPS INDIA LIMITED, GURGAON WEIGHT kg/m 0.072
DRAWING No. SECTION No.
PARTY’S DRAWING No.| AS PER DRAWING P—13455 —
EO155 E0155(ISSUE—2
ALLOY & TEMPER 6063 T6
DESCRIPTION HEAT SINK SECTION ( TUBE LIGHT)




